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Specifications

 Material : Aluminum
 Models/Color : A-CM3  = Standard Black
  A-CM3(OW)  = Off-White (RAL9002)
  A-CM3(DB)  = Dark Brown (Munsell 5YR2/1.5 Similar)
 Paint : Powder Coat Finish 
 Weight : 1.2kgs (2.65lbs)
 Max Wind Load : Our product will not be destroyed by maximum 50m/sec (167/sec) wind load.
  ＊Safety of 50m/sec (167ft/sec) was confirmed by actual wind load test.
  ＊Safety of 60m/sec (200ft/sec) was confirmed by our factory test data.
 Standard Accessories : 3/8" Stainless(SUS304) Screw / Spring / Washer x 4 for Dome Housing.  
 Recommended Screw : 3/8"or M8~M10 Stainless(SUS304) Screw x 8 (Not included in product)
 Standard & Compliance : RoHS

Corner Mount Bracket

ASC Corporation

A-CM3

Housing Color
 Nothing = Standard Black
 (OW) = Off-White
 (DB) = Dark Brown

* "Optional" Two-Coat system for Metal Parts(Bracket) for corrosion protection
 Nothing = Standard One Coat by UV resistant polyester powder coat
 -TC = "Optional" Two-Coat

* "Optional" Two-Coat system comprises 1coat = powder coating primer(Epoxy base) and
   Top coat = UV resistant(Polyester base) powder coating based on our standard.


